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Monokote’ Type MK-6s
Cementitious Fireproofing
okore* Type MK-6 Cemen Fe se.2he : —

Mon Ype ti- 3 =
diows Fisuefing s bt dovelopal |- Cnyutieg Yoo _ T Mt
by Geace Conseeuction Products Dry Densicy 305 kgfm* (19 pef) ASTM E 603 ]
meet specialized commercial fire- Bond Strength*~ 29.3 kPa (612 psf} ASTM E 736
prling PRmMNG TRAE SRS Air Erosion 0.000 gm? (000 g/f) | ASTM E 859
is a gypsum based, mill-mixed maceri- - - - S -
3l requiring only che addition of High Velocicy No Continued Erasion ASTM E 839
e . T i Vil i rambiniiot: Aie Ecosion afver & Houes UMCSTD 6-1
Type MK-6s is spray-applied directly Compregsive Str!n]:h @ | 117 kPa (2451 psf) ASTM E 761
to serucrucal steel and steel decking, 10% Defarmarion
Prﬂ'id:'&l_lgﬂﬁ hlf;mnﬁ:w Deflection Pass ASTM E 759
ance 5 |3 WEl) SUE pro-
jects wheee access ro subserage is B lmp_ur Lz - ASTM E 760
limited, mobilization rimes need 1o be Corrasion Docs Nor Conrribuce ASTM E 937

. minimized and overall project size is Resiszance 1o Mold No Growth ASTM G 21

j small. Growth aftcr 60 Days
i Aahre: Impact Pencrrasion 39 em? Develaped by Ciry

Manokoce Type MK-6¢ offers the fol- —— of San Francisco
lowing advantages to boch applica- Abrasion Resisrance 76 an’ Developed by Ciry
vors and end uzers: of San Francisco
Factory Pre-Mixed: Ready ro use. No Combustibilicy Lessthon § M}/m? toral, | ASTM E 1354
job siee propactioning required, 20 kWim? peak hear release
Simply add water in 1 standard pad- Sucface Burning Flame Spread = 0 ASTME 84
dle-type or confinuows plasser mixer Characerisrics Smoke Developed = 0
and apply with conventianal plaster- Yield 2.6 m* at 25 mm rhickness
e (28 bd f/bag)
Non-Toxie: The factory mixed blend Colar O White o
of gypsum and inert marerals,

* The physical properries lisred were obrained under laboratory conditions ar a
maximum in-place densicy of 305 kg/m® {19 pef). Field resules may vary.

=* Bond o galvanized sceel,

requires anly che addidon of warer
for mixing and application.

Permanent: When ser and dry Type
MEK-6s i& a fully passive fire prorec-
tiom. Type MK-is mainraing its in-

place performance characeristics of
durabilicy and fre resistance for che
design life af the structure.

Dyrable: Jrs hardness and durabilicy
help resist accidenral physical dam-
age.

Parented Tnjection Sysrem: The use of
the parenred Monokore Injecrion
System and Monakore Acceleraror is
optional with MK-6s. If injection is
used with MK-6x, o flash ser benefic
will sccur. Use of Monokore
Accrleraror will nor increase the yield
of MK-6s.

MK-4308. supersedes MK-450A

Economical: Low marterial cost per
square foot combined with direct
spray-on applicadon saves rime and
money.

Delivery and Sterage:;

a. All matenal to be used for fire-
proofing shall be delivered jn origi-
na| unopened packages bearing the
name of the manulacourer. the
brand and proper Underwrirers
Laborgrories Inc. labels for fire
hazard and fire resistance classifi-
cotions.

b. The marerial shall be kepr dey unril
ready for use. Packoges of marerial
ghall be kepr off the ground, under
eover and away fram swearing
walls and orher damp surfaces. All
bags thar have been expased to
water before use shall be discarded.
Svock of marerial is to be rorared
and used before irs expiration dare.
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